WORLD INTELLECTUAL PROPERTY ORGANIZATION 
International Bureau 




PCX 

INTERNATIONAL APPUCATION PUBUSHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(51) International Patent Classificatipn ^ ; 
G06F 17/30 



Al 



(11) InternatiORal Publication Number: WO 99/05620 

(43) International Publication Date: 4 February 1999 (04.02.99) 



(21) International Application Number: PCT/US98/ 14742 

(22) International Filing Date: 21 July 1998 (21.07.98) 



(30) Priority Data: 
08/897.888 



22 July 1997 (22.07.97) 



US 



(71) Applicant: VISTO CORPORATION [USAJS]; 1937 Landing 

Drive. Mountain View. CA 94043 (US). 

(72) Inventors: MENDEZ. Daniel. J.; 801 Church Street #1121. 

Mountain View. CA 94041 (US). RIGGINS, Marie, D.; 
5818 Moraga Avenue. San Jose. CA 95123 (US). WAGLE. 
Prasad; 2831 Pruneridgc Avenue.. Santa Clara. CA 94041 
(US). YING. Christine; 1204 Moonsail Lane. Foster City. 
CA 94404 (US). 

(74) Agents: SOCKOL. Marc. A. et aU; Graham & James LLP. 600 
Hansen Way. Palo Alto. CA 94304-1043 (US). 



(81) Designated States: CA. CN. IL. JP. SG, Eurasian patent (AM. 
AZ. BY. KG. K2. MD. RU. TJ. TM). European patent (AT. 
BE. CH. CY. DE. DK. ES. FI. FR. GB, GR. IE. IT. LU. 
MC.NL.PT. SE). 



Published 

With international search report. 



116^ 

ISO 



1M> 



102 



RMMiTMiiinil 



FomucB 



S«nlciEnolnM 



118w BnaSyittm 



GtobHSMW 



104 



I Ventoftlnfcrmafloft 1/^148 



(54) TiUe: SYSTEM AND METHOD FOR SYNCHRONIZING ELECTRONIC MAIL ACROSS A NETWORK 
(57) Abstract 

A system (800) includes an e-mail engine which uses a proper 
protocol to retrieve an e-mail (875) from a first mail store (850) 
and to store the e-mail (875) in one or more folder structures (138. 
140. 142. 144). Upon request, the first mail storc (850) may send 
configuration data indicating the proper protocol to the e-mail engine, 
which can then properly configure itself. An e-mail synchronization 
module (885) uses a predetermined criterion to determine whether 
the e-mail (875) was previously sent and whether to synchronize 
the e-mail (875) mth a second mail store (895). The e-mail 
synchronization module (885) may also synchronize the e-mail to 
specified folder structures. The second mail store (895) may be 
located on a global server (830). which upon proper identification 
and authentication provides roaming users (805) with access to its 
contents. A communications module establishes a communications 
channel through any firewalls (880) with the second mail store. A 
web engine (890) sends the e-mail via the communications channel 
to the second mail store (895). 
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SYSTEM AND METHOD FOR SYNCHRONIZING £LECTRONIC MAIL ACROSS A 



NETWORK 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates generally to computer networks, and more particularly 
the present invention provides a system and method for synchronizing electronic 
mail across a computer network. 

2. Description of the Background Art 

Data consistency is a significant concern for computer users. For example, 
-when maintaining multiple independently modifiable copies of a document, a user 
risks using an outdated version. By the time the user notices an inconsistency, 
interparty miscommunication or data loss may have already resulted. The user must 
then spend more time attempting to reconcile the inconsistent versions and 
addressing any niiscommunications. . 

^ Th^ problems of data inconsistency is exacerbated when copies of a 
document are inaccessible. For example, Vyheh multiple copies of a document are 
maintained ;at different network locatifans. network s 

conventional firewall technology compromise data accessibility. That is, a user may 
have access to only a particular one of these network locations. Without access to 
the_ other sites, the user cannot confirm that the version on an accessible site is the . 
most recent draft. ; ' 

The problems of data consistency and accessibility arise in the area of 
electronic mail (e-mail). For example, a user might maintain an e-mail database at 
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work. Based on the security systems implemented by the work 
may not be afforded access to the database and thus cannot read or respond to the 
e-mails until returning to work. Further, a traveling user currently working at a 
remote terminal may not have the necessary dedicated application programs to pass 
the intranet security. Still further, when naaintaining several sites, the traveling user 
is burdened, to maintain a record of all procedures and passwords to overcome the 
, security systeni at each site. 

, These problems. are further exacerbated when using e-mail programs from 
' . different vendors and which implement different protocols. For example, the 
jsJetscape Navigator™ e-mail client and the Outlook Express™ e-mail client each 
, rnaGagi^e^mail aqross computer networks. However, each e-mail client uses 
^ ..differept/onTTataj.storeis erPn in different files and irnplements different protocols. 
Thus, the, ^-mails are„npt r^^ 
' . . TheTe|pre,. a systpm and method are needed for providing users with e-mail 
= . consistency and acqes^jbility across, a comp 

. .. , - . , SUMMARY OF THE INVENTION 
. . The present in>^ntion provides a system including an e-mail engine for using 
the proper protocol to retrieve an e-mail from a first mail store. That is. the e-mail 
engine and the first, mail: stpre implement the same protocol, e.g.. the Post Office 
, Protocol (PQR3),.to cpnimunicate there between. Upon request, the first mail store 
vi may send configuration d^tqi indicating the proper protocol to the e-mail engine, 
which can then properly cpnfigure itself. 

The system further includes an e-mail synchronization module which uses a 
predetermined criterion to determine whether to send the e-mail to a second mail 
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store. For example, the e-mail syncHrbhizatidh modufe need not send an e-mail to 
the second mail store if the e-mail was previdusly sent. The second mail store may 
be located on a global server;' which upon proper identification and authentication 
provides roaming (traveling) users with HTML access to its contents. 

The system further includes a cohnmLinications module for establishing a 
communications channel with the second m^il store. If the second store is protected 
by a firewall, the communications module is authorized to establish a secure 
comrnunications link through the firewall with^the second store. The system still 
further includes a web engine for using the HyperTeVt Transfer Protocol (HTTP) to 
send the e-mail via the communications ch^innerfo the secbrid mail store. The 
system may be stored on a computer-readable stbragis Wedium. - 

Another systern which embodW the prfese^^^^ 
described to include means for rbtrieving' an fe-ni^il frbni a first mail store, means 
coupled to the retrieving means for dsihg a 'pre^^^^^ 

whether to send the e-mail to a second maii store, mefani coupled to the using 
means for establishing a communications channel with the second mail store, and 
means coupled to the es'tablishirig meains for sending the e-mail to the second mail 
store". :- • 

Similarly, a method which embodies the preserit invention includes the steps 
of retrieving an e-rtiail from a first mail store, using a predetermined criterion to 
determine whether to send the e-rnail to a second mail store, establishing a 
communications channel with the second mail store; and sending the e-mail to the 
second mail store. 

BNSDOCID: <WO 99QS620A 1 _!_> 
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, , The system ;and method advantageously use a trusted third party to enable 
synchronization of.electrqnic mail across a network. Accordingly, a user who 
maintains for example a work site, a home site and the global server site can 
synchronize: e-mails. among all three sites. The roamirig user thus can access and 
reply to e-mails while awpy from the addressed site. Because the system and 
method operate oyer the Internet, synchronization can occur over any distance. 
Since the system and. method. include format translation, merging of e-mails between 
different application programs and different platforms is possible. Further, because 
synchronization is initiated from y/ithin the firewall and uses commonly enabled 
protocols such as HyperText Transfer Protocol (HTTP), the typical firewall which 
, preyen^ts .injbound cgmrnuniqatlQns in general and. som^ outbound protocols does 
not act as an impediment tp e-mail synchronization. Also, since the user's 
pfeferences ma)«,be preyipusly set, the present system and method may operate 
unattended by the client user. , 
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BRIEF DESCRIPTION OF THE DRAWINGS 
vFIG; i is a block diagrain illustrating a computer network in accordance with 
the present invention; 

FIG/2 is a block diagram illijstrating details of a FIG/ i s 
FIG. 3 is a block diagram illustrating details of the FIG. 1 desktop computer; 
FIG. 4 is a block diagram illustrating details of a FIG. 1'base system; 
FIG. 5 is a block diagram illustrating details of the FIG. 1 synchronization 

agent; 

FIG. 6 is a graphical representation of an example bookmark in the global 
format; ■ ' " ' ' 

FIG! 7 is a flowchart illustrating k method for syntrtrbnizing multiple copies of 
a workspace element in a secure network; - - - ;-^v>t : 

FIG. 8 is a block diagram illustraiihg 'a^conlpdfer network in accordance with 
the present invention; ^--^ 't^'- ^ .--^^^y' . 

FIG. 9 is a block diagram illustrating details of a FIG. 8 client; 

FIG. 10 is a block diagram illustrating details of the FIG. 9 base system; 

FIG. 11 is a block diagram illustrating details of a FIG. 8 global sen/er; 

FIG. 1 2 is a block diagram illustrating details of the FIG. 8 synchronization 

agent; 

FIG. 13 is a block diagram illustrating details of the FIG. 8 remote terminal; 

FIG. 14 is a flowchart illustrating a method for synchronizing electronic mail in 
a computer network; and 

FIG: 15 is a flowchart illustrating a method for accessing electronic mail from 
the global sen/er of FIG. 8. 
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: . DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 
F4G, 1 is a block. diagram illustrating a computer network 100, comprising a 
first node such as a , remote computer terminal 102 coupled via a communications 
channel 104, such as the Internet to a global server 106. The global server 106 is in 
turn coupled via a. communications channel 108 such as the Internet to a second 
. node such as^a Loc^l .Area Network (LAN) 110. The global sen/er 106 is protected 
.by a global firewall. 1 12, and the LAN 110 is protected by a LAN firewall 1 14. 

The LAN 110 includes a system bus 126 coupling the lAH firewall 114 to an 
. e-mail server 128 having. an e-mail folder 138 containing e-mails, to a file sen/er 1 32 
.haying a file folder 142 containing files, to a calendar sen/er 130 having a calendar 
folder 140 containing calendar data, and to a desktop computer 134 having a web 
^ browser 152 and a bopkmark folder 144 containing bookmarks. It will be 
• : - " . appr^iated that the: e-ruail. fo^W^^^^^ 

:r bookmark i^lcterj 44. ox.portions thereof 

on the desktop computer 134. The e-mail folder 138, file folder 142. calendar folder 
;140 andJbppkrnack folder 144 are exennplary. grouped by like information and are 
, cpllectiyely referred to Aerein 9s "workspace data" 136. Those skilled in the art will 
recognize that the vyorkspace data 1 36 may include other types of data such as an 
application: program such as Microsoft Word 6.0.1 and the documents created using 
^ them. It will be further appreciated that the e-mail folder 1 38, file folder 142, 
: , . calendar folder 140 arid .bookmark, folder 144 may each be divided into workspace 
elements, yvhejein each workspace element folder or each workspace element 
individually is identified by particular version infomnation 255 (described below with 
reference to FIG. 2), Accordingly, each e-mail or e-mail folder, file or file folder, 
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calendar or calendar folder, bookmark or bookmark folder, document or document 
folder, etc. may be referred to as "a workspace element." 

Each workspace element of workspace data 1 36 in LAN 1 1 0 is maintained in 
a predetermined fonnat, feferred to as Format A, which is based on the sen/ice 
engine 245 (FIG! 2) that created it For exampfe, the web browser 1 52 on the 
desktop computer 134 may be the Netscape Navigator™ web browser, and the 
bookmarks in the bookmark foldier 144 created thereby are maintained in Format A. 
Although Format A is being described ab a single format, one skilled in the art knows 
that Format A actually includes a fonnat for each infonmatibn type, e.g., there will be 
a Fonnat A for bookmarks, a Fontiat A for files, a 'Format A for calendar data, a 
Forhiat A for e-mails, etc. ' ^ . ^ 

The reniote terminal t02 storesiervice engines tS^^^^ 
workspace data 116, which may include infonriation 5^^^ information in the 

workspace data 136. The workspade data 116'is*mairitairne^^^^^ a format; referred to 
as Format B. which may be different from Format A:- Format B is also based on the 
service engines 1 54 that create the wdrkispace elements. For example, if one of the 
service engines 154 is the Internet Explorer™ W^b bmwser '(not shown), then the 
bookmarks (hot shown) created therfefwfth are niaihte^^ Although 
Format B is being described as a single forrrfet, one skilled in the art knows that 
Fonnat B actually includes a format tor 6ach information type. Further, the 
workspace data 115 iaiso includes version inforrhatibn^ 50 similar to version 
inforniation 255 described tDeloW with referendet^ 

It will be appreciated that remote terrninal 102 may include a smart telephone, 
a Personal Data Assistant (PDA) such as the PalrhPilot system by the 
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U.S.tRobotics, Inc., a laptop computer, etc. As a smart telephone, the workspace 
data 116 may include telephone numbers and e-mails. As a PDA, the workspace 
data 116 may include addresses, calendar data and e-mails. As a laptop computer, 
the workspace data 1 16 may include the same types of information as workspace 
data 136. 

The global server 106 acts as a third party administrator. The global sen/er 
106 stores independently modifiable copies of selected portions of the workspace 
.data 136 and 116, collectively referred to herein as workspace data 120. 
Accordingly, the workspace data 120 includes an independently modifiable copy of 
each workspace element in the selected portions of the workspace data 136 and 
116 and an independently modifiable copy of each corresponding version 
information 255 (FIG. 2) and 150. The version infomnation copies are collectively 
referred to herein as version information 148, and are also described with reference 

toFlG..2. , ; . . 

The global server 106 maintains the workspace data 120 in a format, referred 
to as a "global forrnat," which is selected to be easily translatable by the global 
. translator 122 to and from Format A and to and from Format B. Although the global 
forrnat is being described as a single format, one skilled in the art knows that the 
global format actually includes a global fomnat for each information type, e.g., there 
vyill be a global format for bookmarks, a global format for files, a global format for 
.calendar .data. a global format for e-mails, etc. An example bookmark workspace 
element in the global format is described in detail below with reference to FIG. 6. 

Network 100 further comprises synchronization means, which includes a base 
system 146 stored within the LAN 110 and for example on the desktop computer 

-8- 
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134. Network 100 further includes a synchronization agent 124 stored outside the 
LAN firewall 1 14 and preferably on the global server 106. The base system 146 and 
the synchronization agent 124 cooperate to synchronize selected portions of the 
workspace data 136 with selected portions of the workspace data 120. The 
synchronization means may synchronize workspace elements individually, e.g., 
specific word processor documents, or may synchronize workspace element folders, 
e.g., a bookmark folder. Generally, the base system 146 mahages the selected 
portion of the workspace data 136 within the LAN 110 and the synchronization agent 
124 manages the selected portions of the workspace data 120 within the global 
sen/er 106- It will be appreciated that the global translator 122 cooperates with the 
synchronization means to translate data formats to and from the global format. As 
described in greater detail below with reference to FIG. 4, the base system 1 90 
preferably initiates and controls data synchronization: 

The synchronization means may also include, stored on the remote terminal 
102, a base system 118 which operates in a sinriilar rnanner to the base system 146. 
The base system 1 1 8 on the remote terminal 1 02 cooperates with the 
synchronization agent 124 to synchronize selected portions- of the workspace data 
1 16 with selected portions of the workspace data i20. As described in greater detail 
below with reference to FIG. 4. the base systerii 118 bn the remote terminal 102 also 
preferably initiates and controls data synchronizatibn with the global server 106. 
- Also, note that-the distribution of iabor-befvveen-the^ b^^^ 

terminal 102 and the synchronization agent 124 in the global server 106 may vary. 
Sometimes, primarily when the remote temninal 1 02 is a relatively less 
computationally powerful device (such as a smairt phone or a PDA), most of the 
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actualcpmputationally intensive work will occur within the synchronization agent 124 
in the gjobal server 106. In other situations, for example, when the remote terminal 
102 is a fully configured PC, most of the computationally-intensive work will occur 
locally on the base system 1 18 in the remote tenninal 102. 

; Accordingly, the synchronization means independently synchronizes the 
selected portions of workspace data 1 16 and 136 with the selected portions of the 
workspace .data 120. Thus, the synchronization means indirectly synchronizes 
workspace data 136 with workspace data 116. 

EIQ. 2Js a block diagram illustrating details of a sen/ice server 200, wherein 
.each^o; tfje ermail server 145, the file sen/er 150. the calendar server 155 and the 
^djesktpp.Gornputer 160 is an instance thereof. Service sen/er 200 includes a Central 
Processing ypit £CPU) 205 such as an Intel Pentium® microprocessor or a Motorola 
Power PC® jpicrQ[?trocessor. An input device 210 such as a keyboard and mouse 
and. an p.utpuj device 215 such as a Cathode Ray Tube (CRT) display are coupled 
via a signal bus 220 to CPU 205. A communications interface 225 (such as an 
Ethernet port),, a data storage device 230 (such as a magnetic disk), and Random- 
. Access.Mempry (RAM) 235 are further coupled via signal bus 220 to the CPU 205. 

An operating system 240 includes a program for controlling processing by the 
CPU 205, and is typically stored in the data storage device 230 and loaded into the 
. RAM 235 for executipn, A service engine 245 includes a program for perfomning a 
: particular service such as nriaintaining an e-mail database, a file database, a 
.calendar database or a^bpokrnarks database. The service engine 245 may also be 
stored in the data storage device 230 and loaded into the RAM 235 for execution. 
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To perform a service, the service engine 245 creates service data 250 (e.g., 
an e-mail or an e-mail folder 138 containing e-mails. £i file or a file folder 142 
containing files, calendar data or a calendar folder 140 containing calendar data, a 
bookmark or a bookmark folder 144 containing bookmarks, etc.) in Format A 
according to predetermined protocols. The service engine 245 stores the data 250 
in the data storage device 250. The service data 25D includes version information 
255 indicating the date and time of the last modification arid the status as of the last 
interaction with the global server 106. 

For example, if service data 250 is created and selected to be merged with 
global server workspace data 120. then the versioh infomnation 255 for the service 
' data 250 may include the date of last rfiodificatibn and' a' null set indicating the status 
" " as of the last interaction with the global server'l06. Frdm'the Version information 

255, the base system 146 determines that the seivite data-250 in its entirety has not 
been merged with the global server w6t1<s0ace"d^ta' l'2O: Similarly, if the service 
data 255 included' elements 1 . 2 and 3 as of the Vast rnodification, then the previous 
status as of the last interaction will indicate fhait the service^data 255 included 
elements ^ , 2 and 3. If the service data 255 currently includes elements 2, 3 and 4. 
' then the base system 140 will deterrhine that, since last synchronization, element 1 
has been deleted and element 4 has been added. 

It will be appreciated that" the version infontiation 148 on the global server 106 
includes information similar to version i'nforinatlon 255. that is, the version 
information 148 will include information indicating the date and time the version was 
last modified and the status as of the last interaiCtibhSwitH each client. The sen/ice 
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engine. 245 operates to update the version information 255 after modifications are 
made and after synchronization occurs. 

FIG.. 3 is a block diagram illustrating details of the desktop computer 160, 
which includes ^ CPU 305, an input device 310, an output device 315. a 
communications interface 325, a data storage device 330 and RAM 335, each 
coupled to a signal bus 320. 

An operating system 340 includes a program for controlling processing by the 
^CPU 305, ^nd is typically stored in the data storage device 330 and loaded into the 
RAM 335 for execution. A web browser 152 (i.e., a particular service engine 245, 
.. . F\G.2) includes a Format A service program for managing bookmark folder 144 (i.e., 
■ particular service data 250, FIG. 2) which includes version information 350 (i.e., 
. particular.MersJon infomiat^^ 255. FIG. 2). The web browser 152 may be also 
stored in the data storage device 330 and loaded into the RAM 335 for execution. 
. The bppkmgrk folder 144 may be stored in the data storage device 330. As stated 
„ above.with .reference to FIG. 1 . the base system 146 operates to synchronize the 
. workspace. data 136 (vyhich includes the bookmark folder 144) with the workspace 
data 120. The base s^ysterri 146 may be also stored in the data storage device 330 
and loaded irito the ^RAM 335 for execution. 

FIG. 4 Js. a blockdiagram. illustrating, details of the base system 400. which 
exemplifies base systenris 146 and 118. Base system 400 includes a 
communications module 405. a user interface module 410, locator modules 415, a 
synchronization-start ("synch-start") module 420, a general synchronization module 
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425 and a content-based synchronization module 430. * Fdr simplicity, each module 
is illustrated as communicating with one another via a signal bus 440. 

The communications module 405 includes routines for compressing data and 
routines for communicating via the communications interface 325 (FIG. 3) with the 
synchronization agent 124 (FIG. 1), The communications module 405 may further 
include routines for applying Secure Socket Layer (SSL) technology and user 
identification and authentication techniques (i.e.; digital certificates) to establish a 
secure communication channel through the global firewall 112. Examples of 
communications modules 405 may include tCP/lP stacks or the AppleTalk® 
protocol. 

The user interface module 410 includes i^outiri'es for communicating with a 
user, and may include a conventionarGraphicIl Usbr lififerface (GUI). The user 
interface module 410 cooperates with the other system components as described 
herein. 

The locator modules 415 include roijtines^fer i 
of the workspace elements in the workspace'd4ta ■f36 or 116 and in the workspace 
data 120. Workspace element menriofy'ldcatidhldeMifieatio be implemented 
using intelligent software, i.e., preset menioiV addresses or the system's registry, or 
using dialogue boxes to query a user. Mofe piarticufefrly, the locator modules 415 in 
the base system 146 determine the memory addresses of the e-mail folder 138, the 
file folder 142, the calendar folder 140 and the bookmark folder 144 and the memory 
addresses of the workspace elements Ihereih'. The* locator modules 415 also 
determine the corresponding memory addresses of the corresponding folders in the 
workspace data 120 and the corresponding workspace elements therein. Similarly, 
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the locator modules 41 5 in the base system 118 determine the memory locations of 
the workspace elements of workspace data 116 and the memory locations of the 
corresponding workspace elements in the workspace data 120. 

It will be appreciated that the locator modules 41 5 may include locator 
rnpdules 41 5 specifically dedicated to each folder or workspace data type. That is, 
the locator modules 415 may include a locator module 415 dedicated to locating 
bookmarks, a locator module 41 5 dedicated to locating e-mails, a locator module 
415 dedicated to locating files, a locator module 415 dedicated to locating calendar 
^ppQintments, etc. It will be further appreciated that the locator modules 415 may 
perforjTi workspace element memory location identification upon system boot-up or 
after each communication with the global server 120 to maintain updated memory 
addresses of w^^^ 

. .. .Jhe synchronization-start module 420 includes routines for determining when 
. .tojnitl^t^ syjichronization of workspace data 136 or 116 with workspace data 120. 
For exaryiple, the synchronization-start module 420 may initiate data synchronization 
upon user request., at a particular time of day, after a predetermined time period 

. passes, after a predetermined number of changes, after a user action such as user 
logToff Qr upon like criteria. The synchronization-start module 420 initiates data 
synchronization by instructing the general synchronization module 425 (described 
below) to begin execution of its routines. It will be appreciated that communication 

.. with the synchronizatipn^a^^^^ LAN "tJO, 

because the typical firewall 114 prevents in-bound communications and allows out- 
bound, communications. 
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The general synchronization module 425 includes 'routines for receiving 
version information 148 for modified versions from the synchronization agent 124 
(FIG. 1), and routines for examining the'version inforrtiatiori 255 or 150 against a last 
synchronization signature 435 (such as a1ast synchronization date and time) to 
determine which versions have been modified. The general synchronization module 
425 further includes routines for examining the version information 148 and the 
version information 255 or 150 to detennine if one or both versions of a particular 
workspace element or workspace element folder have been modified. 

Further, the general synchronization module 425"mclu£fes routines for 
performing an appropriate synchronizing respibnsive action. "Appropriate 
synchronizing responsive actions may include, if only bftg version of a workspace 
element in workspace data 136 or i l6 has been rnbdlfle'^^^^^^ then fonwarding the 
modified version (as the preferred version) to the dthVr store(s) or determining and 
forwarding only the changes made. Cbrnputihg the 'changes made may be. 
performed by examining the current status against thelsrevidus status as of the last 
synchronization or by comparing the two versions. irWllI be appreciated that no 
content-based review of the changes is needed . It vvill be appreciated that one store 
preferably foHA/ards only the changes to the'bthef store f6*r optimizing use of 
processor power and minimizing the data commurifcatidns across the 
communications channel 1 08 or 1 04. 

Other appropriate synchronizing respohsive'actions may include, if two 
versions of a workspace element have been modified independently, then instmcting 
the content-based synchronization mbdule 430 (described below) to execute its 
routines. That is, if two versions of the same workspace element have been 
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. modified independently, then a content-based review of the changes is preferable. 
Upon completion of the data synchronization, the general synchronization module 
425 updates the last synchroniz3tion signature 435. 

.The content-based synchronization module 430 includes routines for 
reconciling two or nriore modified versions of a workspace element. For example, if 
. : a user has independently modified the original and the copy of a workspace element 
. since the last synchronization, then the coritent-based synchronization module 430 
; -determines an appropriate responsive. action. The content-based synchronization 
module 430 may request the user to select a preferred one of the modified versions 
V or may respond base<;i on pres.^t preferenqes. i.e,, by storing both versions in both 
^ ^store§ipr;^)referably by integrating the modified versions into a single preferred 
• ; - V. , : ve^rsipn whiqh feplaces.each modified version at both stores. 

; . ^ : f v: •4pTt^ <^^^ synchronization, module 430 examines the changes made 

r : . . irto i5ach,v6ersion,and^^^^ if conflicts exist. When implementing version 

: ; : , integratipn.^a conflict may arise if inconsistent modifipations such as deleting a 
;;paragraph in pr^e version and modifying the same paragraph in the other version 
. hgve been made. If a.conflict exists, then the content-based synchronization 
module 430 attennpts to reconpile the conflict e.g., by request^^^ 
by storing both versions at both stores. Othenwise, if no conflict exists, then the 
content-based synchronization module 430 integrates the changes to each of the 
ver"sions and updates the version information 148, 150 or 255 accordingly. 

V ; FIG. 5 is a block diagram illustrating details of the synchronization agent 124, 
. ^ ; which includes a communications module 505 (similar to the communications 
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module 405 described aibove with referencelo 4) arid a general 
synchronization module 515 (similar to tHe general synchronization module 425 
described above' also with reference to FiG. 4)/ - 

The communications riiodule 505 includes routines for compressing data, and 
routines for communicating via the communications channel lOS with the base 
system 146 or via the corhmunications channel 104 with the base system 118. The 
communications ririodule 505 may further include roditines for establishing a secure, 
communications channel through the global firewall ^112 and through the LAN 
firewall 114 with the communications module 405. " - • - ^ 

Similar to the general synchrohizatidn module 425, the^'general 
synchronization mbdule 515 includes rotitinesWfe^^^ information 
148 and the last synchronizaition signature 435 {FIG - 4)'tb 'determine which versions 
have been modified and the changes made. It will b^' appreciated that the general 
synchronization rTiodule '515 may m^infein its'^oWlast synchronization signature 435 
copy (not shown) or may request the last synch>onizatidh signature 435 from the 
base system 146 or 118. The general synchronization module 515 further includes 
routines for fofvvarding workspace data "1 20 determined to- be modified to the general 
' syhchrohizaticn module 425, and routines for receiving preferred versions of 
worksfiace elements of workspace data 1 36 or 1^ 6 or just the changes from the 
general synchronization module 425. ■ • : : ; /. 

FIG. 6 illustrates an example bookmark workspace element in the global 
format. The global translator 122 incorporates ^11 the infomnation needed by both 
formats (Format A and Format B) to create the Global Format. For example, if a 
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bookmark in Format A needs elements X, Y and Z and a bookmark in Format B 
needs elements W, X and Y, the global translator 122 incorporates elements W, X, Y 
and Z to create a bookmark in the Global Format Further, the global translator 122 
incorporates the information which is needed by the synchronization means such as 
the last modified date. Accordingly, a bookmark in the Global Format includes a 
user identification (ID.) 605, an entry ID 610, a parent ID 615, a folder ID flag 620, a 
name 625, a description 630, the Uniform Resource Locator (URL) 635, the position 
640, a deleted jD flag 645, a last modified date 650, a created date 655 and a 
separation ID flag 660. 

FIG. 7 is a flowchart illustrating a method 700 for using a global translator 122 
tp synchrpnize multiple copies of a workspace element in a secure network 1 00. 
Method, ZQQ begins with the user interface module 410 in step 705 enabling a user 
. AO. select wprk.sp^ce element^ of workspace data 1 36 and 1 1 8 for the 

synchronization means to synchroriize^ The locator modules 415 in step 710 identify 
the memory locations of the workspace elements in workspace data 1 36 and 116 
. and the Qori:esppndirig rriemory locations in workspace data 120. If a selected 
workspace element does not have a corresponding memory location, such as in the 
case of adding a new workspace element to the global sen/er 106, then one is 
selected. The selected memory location may be a preexisting workspace element or 
, a new workspace element. As stated above, workspace element memory location 
identification may be implemented using intelligent software or dialogue boxes. The 
ger\eral synchronization module 425 and general synchronization module 515 in 
step 715 set the previous status of the workspace elements equal to the nuil set. 
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Setting the previous status to the null set indicates that all information of the 
workspace element has been added. 

The synchronization-start module 420 in step 720' determines whether 
predetermined criteria have been met which indicate that Synchronization of the 
workspace elements selected in step 705 should start, if not, then the 
synchronization-start module 420 in step 72'5 waits and loops back to step 720. 
Othenwise, the communications module 405 and communications module 505 in 
step 730 establish a secure communicatidns channel the'rebetween. 

The general synchronization module 425 arid the'general synchronization 
module 515 in step 735 determine whether any workspace elements have been 
modified. That is. the geifieral synchrbnizatioh rtiodule 425 in step 740 exarinines the 
version information 255 or 1 50 of each seledted \»bri<sfJace element in the - 
workspace data 136 or 116 against the last syhchrbni^Vibn's^ 435 to locate 

modified workspace elements, this cdnnpkrisdn iVia^^ the date of 

last modification with the date of lasf syndhroni^atioh;^^ include a comparison 
between the current statu^ and the previous status- as of the last interaction. 
Similarly, the general synchronization module 515 e^aiminb^^ version information 
148 of each corresponding workspace elemenf in workspace data 120 and the last 
synchronization signature 435 to locate modified wDrkspace elements. 

If in step 735 no modified workspace islements or folders are located, then the 
general synchronization modules 425 and 5^^ _ 
synchronization signature 435 and method 700 ends: ' Otherwise, the general 
synchronization module 425 in step 740 determines whether more than one version 
of a workspace element has been modified since the last synchronization. 
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If only one version has been modified, then the corresponding general 
synchronization module 425 or 515 in step 745 determines the changes made. As 
stated above, determining the changes made may be implemented by comparing 
the current status of the workspace element against the previous status of the 
vyorkspace element as of the last interaction therebetween. If the changes were 
made only to the version in the workspace data 120, then the global translator 122 in 
step 75Q translates the changes to the fomnat used by the other store, and the 
. general synchronization module 515 in step 755 forwards the translated changes to 
the general synchronization module 425 for updating the outdated workspace 
element ia.the workspace data 136 or 1 16. If the updated version is a workspace 
, element in tha workspace data 136 or 116, then the general synchronization module 
. .425^sends the changes to the updated version to the global translator 122 for 
, . translation, and then, tp the general synchronization module 515 for updating the 
, outdated.wqrKspaceeJement in the workspace data 120. The general 
synchronization module 425 and the general synchronization module 515 in step 
757 update the previous state of to reflect the current state as of this interaction. 
. Method 7D0. then retumsjo step 735. — 

If the general synchronization module 425 in step 740 determines that 
multiple versions have been modified, then the general synchronization module 425 
in stepJ95 computes the changes to each version and in step 770 instructs the 
content-based synchronization module 430 to examine content to determine if any 
. conflicts exjst. For example, the content-based synchronization module 430 may 
deterrnine that a conflict exists if a user deletes a paragraph in one version and 
modifies the same paragraph in another version. The content-based 
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synchronization module 430 may determine that a conflict does not exist if a user 
deletes different paragraphs in each version; If no conflict is found, then method 
700 jumps to step 750 for translating and fonA/arding the changes in each version to 
the other store/ However, if a conflict is found, then the content-based 
synchronization module*43d in step 775 reconciles the modified versions. As stated 
above, reconciliation may include requesting instructions from the user or based on 
preselected preferences performing responsive ictions- such as storing both 
versions at both stores. Method 700 then proceeds to step 750. 

It will be appreciated that in step 710 new workspace elements and 
preexisting workspace elements to which new wbrkspace elements will be merged 
are set to "modified" and the previous status is set t6 the^'niill set. Thus, the general 
synchronization module 425 in step 740 will determine'that more that one version 
has been modified and the content-based synchronization module 430 in step 770 
will determine that no conflict existk The changes' fh'each will be translated and 
forwarded to the other store. " Accordingly, the'^^^ 
merged and stored at each store. 

For example, if a first bookmark folder was created by the web browser 1 52 
" on the desktop computer 134. a second folde'rwas created by a web browser (not 
shown) on the remote temriinal 1 02, no preexisting folder existed on the global 
server 106 and the user selected e^ch of these folders for synchronization, then the 
synchronization means will effectively merge the first and second folders. That is, 
the general synchronization modute 425 on the desktop computer 1.34 will determine 
that the first folder has beeri modified and the previous status is equal to the null set. 
The general synchronization module 425 will determine and send the changes, i.e., 

-21- 



BNSOOCID; <WO 9905620A1_I.> 



wo 99/05620 



PCT/US98/14742 



all the workspace elements in the first folder, to a new global folder on the global 
server 106. Similarly, the general synchronization module 425 on the remote 
terminal 102 will determine that, as of its last interaction, the previous status of each 
of the s.econd and the global folders is the null set. The general synchronization 
rnodule 425 will instruct the content-based synchronization module 430 to examine 
the changes made to each folder to determine whether a conflict exists. Since no 
cpnflicts will exist, the general synchronization module 425 will forward the changes 
to the global folder and the general synchronization module 515 will fonward its 
. changes to the.second store, thereby merging the workspace elements of the first 
and second folders in the global and second folders. The general synchronization 
module 515 wiji inform the general synchronization module 425 that the global folder 
has been modified relative to the last interaction, and will forward the new changes 
, . ; . to the first folder. Thus, the first and second folders will be merged and stored at 
^ . , each store. - . 

For a second example, the user may select an exemplary document in the 
LAN 1 10. to be synchronized. The general synchronization module 425 will fonward 
the document to the global server 106. Similarly, the user may select the same 
document. for synchronization on the remote terminal 102. The general 
synchronization module 515 will fonward the document to the remote terminal 102. If 
changes were made to the documents independently, then the content-based 
synchronization rnodule 430 yj\\\ examine the content of the documents to detennine 
if a conflict exists. If no conflict exists, then as described above, the general 
synchronization modules 425 and 515 will merge the documents. Othenwise, if a 
. conflict does exist, the content-based synchronization module 430 will reconcile the 
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Changes and then the general synchronization modules 425 and 515 will forward the 
reconciled changes to each other. 

FIG. 8 is a block diagram illustrating a computer network 800, comprising a 
Local Area Network (LAN) 810 coupled via a communications channel 81 5 to ia 
computer network 820 such as the Internet the computer network 820 is in turn 
coupled via a communications channel 8^5 to a global server"830, via a 
communications channel 835 to a remote terminal 605, and via a communications 
channel 893 to an Internet Service Provider (ISP) mail server 894. The ISP mail 
server 894 is in turn coupled to anothe'r client 897. the global server 830 is 
protected by a global firewall 880. and the LAN 810 is protected by a LAN firewall 
870. 

The LAN 810 includes a network server 845 coupling the LAN firewall 870 via 
a system bus 855 to a client 840 and to a mail server '650. the mail server 850 
receives and stores in one or more folder structures cilient electronic mail 875 (e- 
mails) from the computer network 820 and addressed tb the'ciient 840. The client 
840 includes an e-mail synchronization sVstem 860 for downloading client e-mails 
875 from the mail server 850 and storing them foc'ally m one'br more folder 
structures as "downloaded e-mails 865." To communicate therebetween, the mail 
server 850 and the e-mail engine 965 must both use the same transmission protocol 
such as the third version of the Post dffice Protocol (P0P3). the Vendor- 
Independent Messaging (VIM) protocol developed by the Lotus Development 
Corporation, or the Messaging Application Progr'arri Interface (MAPI) protocol 
developed by the Microsoft Corporation. Each e-mail in the LAN 810 is stored in a 

-23- 



9905620A1J_> 



wo 99/05620 



PCT/US98/14742 



pradetermined format, referred to as Format A, which is determined by the e-mail 
engine 965 (FIG. 9) on the LAN 810 that downloaded it. 

It will be appreciated that, after being downloaded, the client e-mails 875 
corresponding to the downloaded e-mails 865 may be deleted from the mail server 
850. The e-mail synchronization system 860 further synchronizes the downloaded 
e-mails 865. the client e-mails 875 or possibly only the e-mails of a specific folder 
structure (e.g., a user's unanswered mail folder or joke folder) with the global server 
835. The e-mail synchronization system 860 is described in greater detail below 
\A/ith reference to FIG. 9. _ 

The ISP mail server 894 and the client 897 operate in a similar manner to the ; 
mail server 850 and the client 840. Generally, the ISP mail sen/er 894 receives e- 
majls frorn the computer network 820 which are addressed to the client 897. and 
stores them locally in one or more folder structures as "client e-mails 896." The e- 
. mail syrichronization system 898 of the client 897 uses an e-mail engine 965 (FIG. 
9) to download^dient e-mails 896 and store them locally in one or more folder 
structures as "downloaded e-mails 899." The e-mail engine 965 of the client 897 
stores the e-mails in Format B, which may be different than Format A. The e-mail 
synchronization system 898 then synchronizes the client e-mails 896, the 
downloaded e-mails 899 or possibly the e-mails of specific folder structures with the 
global server 835, 

. Each e-mail, whether stored on the mail server 850, on the client 840, on the 
maij server 894 (described below) or on the client 897 (described, below), may 
. include a source identifier (e.g., a source address), a creation date, a date received 
by the mail server 850 or 894, and a date when downloaded to the client 840 or 897. 
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The date when downloaded to the client 840 or 897 may be the date when the e- 
mail synchronization system 860 or 898 downloads the client e-mails 875 or 896 for 
synchronization with the global server 835. 

The global server 835 includes a synchronization agent 885 for cooperating 
with the e-mail synchronization system 860 or the e-mail synchronizat^ 
898 to synchronize electronic mail therebet\Areen. Based on iti configuration, the e- 
mail synchronization system 860 or 898 translates arid sends to the synchronization 
agent 885 either a copy or the original (i.e., not maintaining a copy) of a downloaded 
e-mail 865 or 899 or a client e-mail 875 or 896. the global server 835 stores the 
copies or originals of the downloaded e-mails 865" or 899 in one or more folder 
structures as -downloaded e-mails 832." and stores fhe'cbptes or originals of the 
client e-mails 875 or 896 in one or more folder sffiictufes as "client e-mails 895." 
The global server 835 stores the e-mails in a global formal/which may be the same 
as Format A or Fonnat B or may incfud^ the comlDihed elefnents of both formats. It 
will be appreciated that the e-mail synchronizatiori' systen^ or 898 may send and 
the global sen/er 835 may store the client e-mails 875 or 896 and the downloaded e- 
mails 865 or 897 together without'distinctioh. Further, the client e-mails 875 or 896 
and the downloaded e-mails 865 of corresponding specific folders together without 
distinction. Still further, the global server 835 may be configured to store the e-mails 
of client 840 and client 897 together without distirictibn. The global server 835 
further includes a web engine interface 8'90^en'abiing HTTP-based web engine 
access to the contents therein including access to the client e-mails 895, the 
downloaded e-mails 832 and the folder structures in' which they are stored. 
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A$ described in greater detail above with reference to FIG. 4 and below with 
reference to FIG, ip,.the e-mail synchronization system 860 preferably initiates and 
controls data, synchronization. Other components and functions of the global server 
835 ^ra also described therein. 

Thet remote termjnal 1505 includes a web engine 833 for reading internet files 
including e-mails. The remote terminal ,102 may include a smart telephone, a 
Personal. Data Assistant (PDA) such as the PalmPiiot system by the U.S. Robotics, 
Inc., a laptop, computer, etc. Thus, so long as a user of the remote terminal 1505 
can be .identified and can access the global server 835, the user can access the e- 
, mails ,895 :and ,897. : Further, so long as the client e-mails 895 and 832 are 
synchronized with the e-mails 865, 875, 896 and 899, the user can access all e- 
. mails, which are addressed to the client 840 and to the client 897. 

. . . . F!(3,,,9^is a.b.loQk.diagram .illustrating details of client 900, which exemplifies 
client .840 or client 897. Cjient 900 includes a Central Processing Unit (CPU) 905 

. such as an Intel Pentium® microprocessor or a Motorola Power PC® microprocessor. 
An,input,device;910,$uch as a keyboard and mouse and an output device 915 such 
as a Cathode Ray Tube (CRT), display are coupled via a signal bus 920 to CPU 905. 
A communicatiqns. interface 925 (such as an Ethernet port), a data storage device 
930 (such as a magnetic disk), and Random-Access Memory (RAM) 935 are further 
coupled via signal bu5 920 tp.the CPU 905. The communications interface 925 is 
coupled to the signal bus 855 (FIG. 8). 

. ... An operating sy§tem.950 includes a program for controlling processing by the 
CPU 905, and is typically stored in the data storage device 930 and loaded into the 
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RAM 935 (as illustrated) for execution.' RAM 935 stores an e-mail synchronization 
system 953 (which exemplifies the e-mail synchronization system 860 or the e-mail 
synchronization system 898) having mearis for downloading client e-mails 875 or 
896. means for reading downloaded e-rriails 943 (which exemplifies downloaded e- 
mails 865 or 899), means for synchronizing e-rriails 865, 875, 896 or 899 (which 
have been downloaded) with the global server 835 and rnfeans' for synchronizing the 
e-mail of specific folder structures. For example, the e-mail synchronization system 
953 includes a web engine 955 for cbmniuhicatihg with web sen/ers. The web 
engine 955 includes 4n e-mair module 960^fo 
' The e-mail synchronization system 953 further includes ah e'-maii engine 965 for 

communicating with the mail server 850 or 894 to dox^rnibad; read and write e-mails. 
The e-mail engine 965 communicates using a cohv^tld^^^^^^^ such as P0P3. 

VIM or MAPI. Downloaded e-mails 943 are stored in data storage device 930 , - 
(FIG. 9). the e-mail engine 965 also provides adeems to an address book 945 ; - 
containing e-mail address entries, which is also stored In the data storage device 

" ■■"930. ' ' ^ ' '-''^ ^' ' 

the e-mai' synchronization' system 953 further includes a base system 970 
forVanslat'ing e-mails from Format A 6t Format B to the global format, and for 
initiating and controlling e-mail synchrbnizatidh with^t^^ 

Translation may include containing mail-sei^er-formatted e-rhail in HTTP packets. 
' the base system 970 is described ih greateir detail with reference to FIG. 10 and in 
the cross-referenced patent applicatibn. 

. It will be appreciated that means for retneving e-mails may be interpreted to 
include either the operating systerh 950 when retrieving downloaded e-mails 865 or 

-27- 

BNSDOCID: <WO 9905620A1_L> 



wo 99/05620 



PCTAJS98/14742 

/ ■ 



899, the e-mail engine 965 when retrieving client e-mails 375 or 896. the e-mail 
module 960 of the web engine 955 when retrieving e-mails from a site in the 
computer network 820, or, combinations thereof. 

FIC3. .10 is a block diagram illustrating details of the base system 970. Base 
.system,970 includes a communications module 1005. a uSer interface module 1010, 
locator mpdules 1015, a synchronization-start ("synch-start") module 1020 and an e- 
mailsynahro^nization module 1 030. For simplicity, each module is illustrated as 

, communica,ting with one another via a signal bus 1030. 

The cpmmurjjcatipns module 1005 includes routines for compressing data 
gnd^Eputirjp^ fpr g^tablishing. a communications link via the communications interface 
925 iFIG. 9) Mtb the. synchronization agen^ The communications 

, module 1 005 ^mjiy further include routines for applying Secure Socket Layer (SSL) 

JechnoJogy,iqpd user|^ and authentication techniques (i.e., digital 

certificate§)i9 ejstabiish a secure communication channel through the global firewall 
880. Because, syncbromzation is initiated frorn within the firewall and uses 

- . copmoaly ej^abled protpQols such as HyperText Transfer Protocol (HTTP), the 
,typical firewall yvhich prevents in-bound communications in general and some 
. outbound protocols .(^o^s not apt as an impediment to e-mail synchronization, 
-Examples of communiqations modules 1005 may include TCP/IP stacks or the 

. - AppleTalk® protocol.,, 

. The user interface nriodula 1010 includes routines for communicating with a 

; user,, and may- include a cpjnyentional Graphical User interface (GUI). The user 
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interface module 1010 cooperates with the other system components as described 
herein. 

The locator modules 1015 include routines for identifying the memory 
locations of e-mails in the FIG. 8 LAN 810 (e.g., e-mails 875 in the mail server 850 
and e-mails 865 In the client 8*40)' the memory locations of e-mails 896 in the ISP 
mail server 894. the memory locations oT e-maiis 899 in the client 897, the memory 
' locations of e-mails in the globaf server 835 (e.g., client e-mails 895 and downloaded 
e-mails 832) and the memory locations of the folder istructures in which the e-mails 
are stored. E-mail memory location identification rfiay be implemented using 
inteUigent software, i.e.i preset memory' addirekses or the system's registry, or using 
dialogue boxes to query a user. It will be apprS^^^ locator' modules 1015 

may perform e-rnail Ideation identification^ dpoh System B66 or after each 
communicsition with the globll server '835 to irhaihtain updated memory addresses. 
The synchronization-start mbd^^^^ 
' when to initiate e-nnail syhchrohizatibn. Fdr fe^^ 

module 10213 may initiate e-mail syftchrbhizafioh upon user request, at a particular 
timdi of day, after a predetermined tirtle period passetsV after receiving a 
' prledeterrhined number of e-maili .' after a' u&er action such as user log-off or upon 
like criteria, the synchronization-start moduli 

by instructing the e-m^il synchrohizatibh nriodiile 1025 (described below) to begin 
execution of its routines. It will be apprecidted^hat coriimuhication-with the 
synchronization agent 885 preferably initiates from within the LAN 810, because a 
security system such as the typical fireWall 870prevents in^bound communi 
and allows out-bound communications. The synch-start module 1020 may instruct 
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the communications module 1005 to establish the communications link with the 
synchronization agent 885 of the global server 835. 

The e-mail synchronization module 1025 includes routines for instructing the 
e-mail engine 965 (FIG. 9) to retrieve the client e-mails 875 or 896 from the mail 
server 850 or 894 or from specific folders on the mail server 850 or 894. The e-mail 
.synchronization module 1025 also includes routines for storing the retrieved e-mails 
, Jin one or more folder structures as dov\/nloaded e-mails 865 or 899. The e-mail 

engine 965. may iriclude means for identifying a transmission protocol also known by 
, the mail server 850 or 894. For example, the e-mail engine 965 may request 
. - . . ... configuratipn information from the mail server 850 or 894 indicating the protocol, 
....... . . e.g..|P0P3, being, used thereby. Accordingly, the e-mail engine 965 implements the 

: . , ; The e-mail synchronization module 1025 further includes routines for 
, , . . comparing the receipt date of each downloaded e-mail 865 or 899 against a last 
, ; synchronizatjpn signature 1035 (such as a last synchronization date and time) to 

determine which e-mails have not been sent to the global server 835. It will be 
. ^ appreciated that, in an embodiment which deletes client e-mails 875 or 896 after 
. . being downloaded from the mail server 850 or 894. the e-mail synchronization 

module 1 025 need not perform a comparison test on the client e-mails 875 or 896 
downloaded during synchronization. These client e-mails 875 or 896 in this 
. , .embodiment have inherently not been sent . 

The e-mail synchronization module 1025 still further includes routines for 
performing an appropriate synchronizing responsive action. Appropriate 
synchronizing responsive actions may include instructing the communications 
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module 1005 to establish a communications link with the synchronization agent 885 
of the global server 835, sending copies of each e-mail to the giobal sen/er 835, 
redirecting (i.e., sending without maintaining a copy) bnly the client e-mails 875 or 
896 to the global sery/er 835, or redirecting the downloaded e-niails 865 or 899 and 
the client e-mails 875 or 896 to the global server 835. To send a copy or an original 
of an e-mail, the e-mail synchronization module 1025 includes'a translator ^ 
translating the e-mail from FormaVA or FoimatB' to the global format. The e-mail. 

synchronization'moduie 1025 then instructs the e-mail module 960 of the web 
engine 955 to send the translated e-mails to the global server 835. 

E-mail synchronization may include 'synchrohi:£atidn'df other information 
corresponding to electronic mail. For example, the e'-rtlail synchronization module 
1025 may include routines for examining and syiicfifdriiiih^- the address book:945 
withanaddress'book 1130 (Fid 11)bri the gfebais^^^^ Examination and 
synchronization of address" book erittei5''are ^ife'rrtie&W;described below with- 
reference to FIGs. 1-7! Generally, the e-mail s^'nenrahiiatibrt module 1025 may 
examine version information "indicating the date aihd tiitie of last modification of the 
address book 945 on the client 90d and Wsibn inforfri^^t^^^^ 
time of last synchronization of the address book l 130 (FIG? 11) on the global server 
835. Based on the examination, the e-i^ailsyhchrbniiition module 1^^ 
an appropriate responsive synchronizing action subh as sending the updated e-mail 
address entries to the other store. The ermail synchrbhization module 1025 may . 
include a general synchronization'moduie 425 (FIG. 4) and a contentrbased 
synchronization module 430 (FlG.^4). 
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FIG. 1 1 is a block diagram illustrating details of the global server 835, which 
includes a CPU 1105, a communications interface 1110, a data storage device 1120 
and RAM 1 1 25, each coupled to a signal bus 1115. The communications interface 
1110 is coupled via the global firewall 880 (FIG. 8) to the communications channel 

325. ... . 

An operating system 1135 includes a program for controlling processing by 
the CPU1 105, and is typically stored in the data storage device 1 120 and loaded 
into the RAM 1 125 (as illustrated) for execution. A web engine interface 890 is a 
prpgram for communicating with web engine 833 or web engine 955 and to provide 

/. . ap^:es? to predetermined contents which may include client e-mails 895, downloaded 
e-m^ils 832 and address book 1130. The web engine interface 890 includes an e- 
mailmpdule interface 1 140 for communicating with e-mail module 960 or e-mail 

- module 1355 (FICJ. 13) and to provide e-mail reading and writing functions. 

. . . ,The synchronization agent 885 as best shown in FIG. 12 is also stored in the 
dat?i,stprage device 1 120 and loaded into the RAM 1 125 for execution. The 
synchronization agent 885 communicates with the e-mail synchronization module 
1025 to synchronize e-mails, the e-mail of specific folder structures and possibly to 
synchronize the address book 945. The synchronization agent 885 is described in 
greater detail below with reference to FIG, 12 and in the cross-referenced patent 
application., 

FIG. 12 is a block diagram illustrating details of the synchronization agent 
885, which includes a communications module 1205 (similar to the communications 
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module 1005 described above with reference to FIG. 10) and an e-mail 
synchronization module 1210 (similar to the e-mail synchronization module 1025 
also described above with reference to FIG. 10). 

The communications module 1 205 includes routines for compressing data, 
and routines for communicating via the computer networ"k 820 (FIG. 8) with the 
communications module 1005 (FIG. 10). The communication^ module 1205 may 
further include routines for establishing a secure communications channel through 
the global firewall 880 and throud|h the LAN firewall 870 'with'the communications 
module 1005. 

Similar to the e-mail synchronizatibri module 1025 (FIG. 10), the e-mail 
synchronization module 1210 includes routines for ex^mfmh^ information to 
determine whether any have been added or modified ahd' not synchronized with the 
client 840 (FIG. 8). Accordingly, the e-mail synchi^bhizition nriodule 1210 may. 
determine whether any addresses in the address book 1 1 30 (FIG. 1 1 ) are to be 
copied and sent to a client 9o6. Further, if the system. 1500 synchronizes e-mails at 
each of the client sites, then the e-mail synchronization module 1210 also 
determines . whether any of the e-mails 895 or 832 have been added or modified and 
not synchronized with a client 900. 

It will be appreciated that the e-mail synchronization module 121 0 may 
maintain its own last synchronization signature 1 035 copy (not shown) or may 
request the last synchronization signature 1035 from the' base system 970. The e- 
mail synchronization module 1210 further includes routines for sending the 
information determined to be modified or just the changes to the e-mail 
synchronization module 1025. 
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FIG. 13 is a block diagram illustrating details bf the remote terminal 1505. 
The remote terminal 1505 includes a Central Processing Unit (CPU) 1305 such as 
an Iritel Pentium® microprocessor or a Motorola Power PC® microprocessor. An 
input device 1310 such as a keyboard and mouse and an output device 1315 such 
as a. Cathode Ray Tube (CRT) display are coupled via a signal bus 1320 to CPU 
1305. A communications interface 1325 (such as an Ethernet port), a data storage 
device 1330 (such as a magnetic disk), and Random-Access Memory (RAM) 1335 
are further coupled via signal bus 1320 to the CPU 1305. The communications 
interface 1325 is coupled to the signal bus 835 (FIG. 8). 

An operating system 1350 includes a program for controlling processing by 
the CPU 1305, and is typically stored in the data storage device 1330 and loaded 
, . . into the-RAM 1 p5 (as illustrated) for execution. The web engine 833 is also 

typically .scored in the data. storage device 1330 and loaded into the RAM 1335 (as 
illustrated) for execution. The web engine 833 includes an e-mail module 1355 for 
reading and writing electronic mail. After the remote terminal 1505 connects with the 
global server 835, the e-mail module 1355 communicates with the e-mail module 
interface 1 140 to select and to download client e-mails 895 or downloaded e-mails 
832. The e-mail module 1355 stores the e-mails downloaded from the global server 
835 to the data storage device 1330 as "downloaded e-mails 1340." Alternatively, 
the e-mail module 1355 may store the e-mails 1340 only in RAM 1335 so that at the 
end.of the session copies of the e-rnails 1340 do not remain at the remote terminal 
1505, The ermail module 1355 enables the user to read, reply, fonward, redirect, 
etc. the e-mails 1340. Similarly, the web engine 833 may enable access to the 
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address book 945 so that the user can access his or her e-mail address entries 
otherwise stored only in the LAN 810. 

FIG. 14 is a flowchart illustrating a method 1400 for synchronizing e-mails in a 
computer network 1500. Method 1400 begins with the mail server 850 or 894 in 
step 1405 receiving e-mails addressed to a client 840 or '897. 'The mail server 850 
or 894 in step 1410 stores the received e-mails in one or more folder structures as 
client e-mails 875 or in one or more folder structures as client e-mails 896 (FIG. 8). 
The e-mail engine 965 in step 1415 enables a user to select client e-mails 875 or 
894 to download from the maii server 850 or 8967 If ermails are selected, then the e- 
mail engine 965 in step 1420 downloads the selected client e-mails 875 or 894 and 
stores them in one or more folder structures as downloaded'e-mails 865 or in one or 
more folder structures as downloaded e-mails 899 (FIGT S). If in step 1415 e-mails 
are not selected, then method 1400 jumps to step 142&. 

In step 1 425, the^ synchronization-start'rhodule 1 020 determines whether 
predetermined start criteria have been met Indicating tftaf it is time for e-mail 
synchronization. As stated above with'reference to FIG. 4, the predetermined start 
criteria may be satisfied after a particular time period has p'assed, after receiving a 
particular number of e-mails, at a particular time of^day, after a predetermined event, 
etc. If it is not time to synchronizeVthen the synchronization-start module 1020 in 
step 1430 waits. OthenA/ise. if it is time to synchronize, the e-mail synchronization 
module 1025 in step 1435 instructs the e-mail engine 965 to download client e-mails 
875 or 896 or client e-mails 875 or 896 of specific folder str^uctures. 
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The e-mail synchronization module 1025 in step 1440 determines whether 
any of the downloaded e-mails 865 or 899 (which include the client e-mails 875 or 
896 recently downloaded) have not been sent to the global server 835, This 
comparison may be performed by examining the date and time the e-mail was 
received against a last synchronization signature 1035 which indicates the date and 
time of last synchronization. For example, if an e-mail was received after the date 
.and time of last synchronization^ the e-mail has not been sent. It will be appreciated 
that, in an embodiment which deletes client e-mails 875 and 896 from the mail 
.rsenyer 850 or 8.94 after downloading them to the client 840 or 897, the e-mail engine 
...965 caaautpnnatically conclude that these e-mails have not been sent to the global 
,serye;fi!35. ^ . . . 

. s If all B-rnails (inteneied for synchronization) have been sent to the global 
server B35; then, method 1400 ends. Othenwise, if at least one e-mail has not been 
sentv.the{i-the:epi;n,ail syactironization module 1025 in step 1445 uses the translator 
; 1040 to translate unsent e-mails 865 or 899 from Format A or Format B to the global 
format The e-mail synchronization module 1025 in step. 1450 instructs the web 
engine 955 to send the translated e-mail to the global server 835 for the web engine 
interface 890 to store. Method 1400 then ends. 

FIG. 15 is a flowchart illustrating a method 1500 for accessing e-mails from 
ihe global server 835. Method 1500 begins with the e-mail synchronization module 
1210 in step 1505 receiving e-mails from the client 840 or 897. The e-mail 
synchronization module 1210 in step 1510 stores the e-mails in the data storage 
device 1120 in one or more folder structures as client e-mails 895 and downloaded 
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e-mails 832. The e-mail engine interface 890 ih step 1515 uses HTiVIL to enable e- 
mail module access to selected content^ of the' global server 835. Access to thfe 
selected contents is d'escribeci in greater detail below with reference to the FIGs. 1- 

7. ■ " . " ' ' ' " ■ ' y ' ' "" ' 

The foregoing description of the preferred erhbodimehts of the invention is by 
way of example only, and other variations of the above-dfescribed embodimerits and 
methods are provicied by {he present ihventibn: For example, although the global 
server 106 is illustrated as a single device, the global server 106 may include 
several computers networked 'together. Cbmpohents- olF this irivention may be 
implemented using a programmed general-purpose digitat cdfhputer, using 
application specific iritegrated circuifi, or usirig a hetwoi-k of interconnected 
conventional components and circuits. Thl erTibodirTiehts' described herein have 
been presented for purposes' of illustratibrtlnd af^^ be exhaustive or 

limiting. Many variations and modifications areposiible in light of the foregoing 
teaching. The system is limited only ty the foilowing clairris. 
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WHAT IS CLAIMED IS : 
1. . A system comprising: 

retrieving means for retrieving an e-mail from a first mail store; 

determining means, coupled to the retrieving means, for using a 
predetermined criterion to determine whether to send the e-mail to a second mail 

^storei;. ^„ ...... _ ,., . ; \ ■ . . 

_ , . establishing means, coupled to the determining means, for establishing a 
communications channel with the secohd mail store; and 

sending means, coupled to the establishing means, for sending the e-mail to 

^^the. seCQDd mailstpre^ 

2. The system of claim 1 wherein the first mail store implements a first protocol. 
, 3. ...Thi^ systeni of claim 2 wherein the first mail store is located on a mail server. 
, 4,- . Tt\e, system of claim 1 wherein the first mail store stores the e-mails in a folder 

structure,- ^ind further comprising means for selecting the folder structure for 

synchronization of all e-mails therein 
. 5. _ T|ie..system of clainn 3 wherein the retrieving means includes an e-mail engine 

for cornmunicgting vyith the mail server. 

5 jhe. system of claim 5 wherein the e-mail engine implements the first protocol 
used by the mail server. 

7. The system of ciairri 6 whereirj the e-mail engine identifies the first protocol 
used by. the mail server, 

8. The system of claim 1 wherein the predetermined criterion includes a 
determination of whether the e-mail has already been sent to the second mail store. 
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9. The system of claim 8 wherein the determinatidn is resolved by examining a 
receipt date corresponding to the e-mail and "a last synchronization signature 
indicating the last date of synchronization. 

10. The system of claim 1 wherein the establishing means includes a 
communications module. 

11. The system of claim 1 0 wherein the second mail store is protected by a 
firewall and the communications module includes security means for communicating 
through the firewall. 

12. The system of claim 1 wherein the sending means includes a web engine; 

13. The system of clairifi 1 further comprisin'g a syhbHfonization-start module for 
using a start criterion to determine when to initiate synchronization. 

14. A system comprising; 

an e-mail engine for retrieving an e-mairfrdm k first mail store; ' 

an e-mail synchronization module, coupled to'^the e-msiil engine, for using a 
predetermined criterion to determine \A/hether to send 'the e-mail to a second mail 
store; • - - 

a communications module'coupled to the e-m'ail synchronization module for 
establishing a communications chanriel with the second maifistore; and 

a web engine, coupled to the comnnunicatiorts module^ for sending the e-mail 
to the second mail store. 

15. The system of claim 14 whereinlhe first m'aiV store implements a first 
protocol. 16. The system of claim 14 wherein the first mail store is located on a mail 
server. 
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17. The system of claim 16 wherein the first mail store stores the e-mails in a 
folder . structure, and.further comprising means for selecting the folder structure for 
synchronization of all e-mails therein. , 

.18. . The system of claim 16 wherein the e-mail, engine implements the first 
protocol. used by the mail server to communicate with the mail sen/er. 
19 The systern of claim 18. wherein the e-mail engine identifies the first protocol. 

:. 2Q. ;The system of claim 14 wherein the predetermined , criterion includes a 
determination of whether the e-mail has. already been sent to the second mail store. 
21 . 1 : ■The:.5ystem .of cl^ 20 wherein the determination is resolved by examining a 
receipt date corresponding to the e-mai) and a last synchronization signature 

: indic^tiog the last d^te of :^ynchroni 

22. The system of claim 14 wherein the second mail store is protected by a 
firewgll/afidthe comrnunicjations module includes security means for communicating 
through the firewall. - :r 

. 23. - vrT^ie systena of claim_ .14 further comprising a synchronization-start module for 
'using^a;start criterion to determine when to initiate synchronization. 
24. A computer-readable storage medium storing program code for causing a 
. computer to perfprrri the-steps of: . 

- retrieving an. e-mail from a first mail store; using a predetermined criterion to 
mine whether to send the retrieved e-mail to a second msiij store; 

- establishing a communications. channel with the second mail store; and 
sending the retrieved, e-mail to the second mail store. 

25.. A method comprising: 
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retrieving an e-mail from' a first mail ste^ • ' 

using a predetermined criterion to deierrriine whether to send the retrieved e- 
mail to a second mail store; ■ ■ 

establishing B cbrnmuriicatibns ch^ 
s;endihg the retrieved e-mail to the second 
26. The method of claim 25 wherein the'first 'mail store implements a first protocol. 
' 27/ The method of ctaim 26 whefein the first mail store is located on a mail server. 

28. The methbd of claim 27 wherein thef first mail store stores the e-mails in a 
folder structure, and further comprising means fbr.selecting the folder structure for 

' synchronization'bf all e-mails therein. - ^ • ^^^^^v : - ; 

29. The method of claim 28 wherein the step of retrieving^ includes using the first 

■■ ■ ■ ''protocol. ' ■ : ^-n.: .^X _ 

30. The methbd bf claim 29 wherein the^^ 
identifying the first protocol. e :; 

3T. The method of claim 25 whereiri-the stfep of tising a predetermined criterion 
includes determining whether th'fe e-mail has already been sent to the second mail 
' '"^ store. " \ -V'*^-, 

32. The method of claim 31 wherein the ste^p-of delenrilning includes examining a 
receipt date corresponding to the e-mail and a last synchronization signature which 
'indicates the last date of synchronization; - -^^ - ^ > 
^ ' "33; . Themethod of claim28; ■ ■ \ ■ - ^ ' ' ■ ' 

wherein the second mail store is protected by a firewall; and 
further comprising the step of cohnmunicating through the firewall. 
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34. The system of claim 25 wherein the second mail store is remotely located and 
the step of sending includes communicating the e-mail through a computer network. 

35. The System of claim 25 further comprising a synchronization-start module for 
using a start criterion to determine when to initiate synchronization. 

.36 V A system fpr automatically downloading e-mails for a particular client from a 

mail server which implements a particular protocol, comprising: 

• ; - means for identifying the particular protocol used by the mail server; 

nrieans, coupled to the means :for identifying, for using the particular protocol 
tQldpwnlpad.e-^^^^^^ * ' 

I means, coupled to the means for using, for downloading e-mails addressed to 
tKe'^particular client. 

37. . The system of claim 36 wherein the means for identifying includes means for 
receiving configuration information from the nnail server. 
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